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Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material
Tensile Strength
Thread Size

Material, Color, and Finish
Color

Dimensions and Weight
Length

Descriptions
Description
extra long description
Features

Long Description

Product Type
Short Description
Special Features

Manufacturer Information
Brand
GTIN
Manufacturers Part Number
UPC

633400 3/4"X10' Cu Sect Ground Rod
Erico, Inc. Eritec-Caddy

633400

Erico, Inc. Eritec-Caddy

Copper-Bonded Ground Rod, Threaded, 3/4" Dia, 10', 10 Mil
Plating, 12.5LB

12.4 (Ibs/each)

Ground Rods & Grounding System

Copper-Bonded Steel
552
3/4" UNC

Yellow

10-10

3/4"X10' CU SECT GROUND ROD

NVNT 633400 Cu-Bonded Ground Rod, T

The nVent ERICO Copper-Bonded Ground Rod, Threaded is
engineered to deliver reliable grounding performance while
supporting deeper grounding installations through threaded
couplings. Manufactured with a high-strength steel core and a
molecularly bonded copper coating, the rod combines the
mechanical strength required for driving with the corrosion
resistance needed for long service life. It’s [FC1.1]cold-rolled
thread design maintains continuous grain flow, preserving the
copper coating and creating thread

Copper-Bonded Ground Rod, Threaded, 3/4" dia, 10', 10 mil
Plating, 12.5Ib

Cu-Bonded Ground Rod, Threaded, 3/4"X10'

EARTH ROD,CU BOND,THREADED, 17

GR ROD,SEC,CU-BOND,NOM 3/4INX10FT,10MIL

nVent ERICO
00782856306399
633400
782856306399
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Taxonomies, Classifications, and Categories

Category Description SERVICE ENTRANCE FITTINGS: Weatherheads & Grounding
Fittings & Ground Rods
Type Copper-Bonded Ground Rods
Packaging
Carton 5
Weight Per each 12.3999
Uses, Certifications, and Standards
Application Grounding and Bonding

standard cULus®



