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LLR43RT 1" LL/LR Combo Solar Condulet
Bridgeport Fittings

Catalog Number LLR43RT
Manufacturer Bridgeport Fittings
Description Emt Conduit Body With Integral Raintight Connector, Type LLR,

Set Screw, Aluminum, Size 1 Inch
Weight per unit 72.0 (lbs/each)
Product Category Alum

Features
Form                          Form 85/Series 5
media                         Yes

Dimensions and Weight
Hub Size                      1

Descriptions
Description                   1" LL/LR COMBO SOLAR CONDULET
extra long description        BPT LLR-43RT 1" LLR CVR/GASK RT CON
Long Description              EMT Conduit Body With Integral Raintight Connector, Type LLR,

Set Screw, Aluminum, Size 1 Inch
Product Type                  1" LLR CVR/Gask RT Cond Bdy
Special Features              246 cubic cm/15.0 cubic in volume 3 #4 AWG Max Wire Size

Manufacturer Information
Brand                         Bridgeport
GTIN 00781747034533
Manufacturers Part Number     LLR-43RT
UPC 781747034533

Taxonomies, Classifications, and Categories
Category Description          FORM 5 CONDULETS, COVERS, & GASKETS
Type                          LL/LR

Packaging
Carton 5
Package 30
Weight Per each 72



2310 N. Stallings Dr. 
75964-0000, TX Nacogdoches
Phone: 936-569-7941
Fax: 936-560-4685

Uses, Certifications, and Standards
Application                   Bridgeport's LLR Conduit Bodies are Type LL/LR Combination

conduit bodies with Integral Raintight Connectors. These allows
access to the interior of a conduit system for inspection, pulling
and maintenance, without needing to thread connectors into a
conduit body entry. These conduit bodies come with stainless
steel screws, an aluminum cover, and a neoprene gasket.

standard                      UL514B


