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PENE8 8-Oz Joint Compound
Burndy LLC

Catalog Number PENE8
Manufacturer Burndy LLC
Description Oxide Inhibiting Electrical Joint Compound, 8 Oz, For Cu-Cu, Cu

Conduit Threads & Grounding Applications.
Weight per unit 0.6500 (lbs/each)
Product Category Paint, Chemicals, Etc.

Features
Container Type Squeeze Bottle
pallet quantity 2400
pour point -40 °F

Dimensions and Weight
Container Size 8 OZ

Descriptions
Description 8-OZ JOINT COMPOUND
extra long description BUR PENE8 PEN CU-CU SYN 8OZ
Long Description Oxide Inhibiting Electrical Joint Compound, 8 OZ, For Cu-Cu, Cu

Conduit Threads & Grounding Applications.
Product Type PENETROX E
Special Features consists of a non-petroleum base vehicle in which copper

granules are suspended, UL Listed to 600 volts

Manufacturer Information
Brand BURNDY
GTIN 00781810592854
Manufacturers Part Number PENE8
UPC 781810592854

Taxonomies, Classifications, and Categories
Category Description ADHESIVES
Type Sealing Compound

Packaging
Carton 1
Weight Per each 0.65

Uses, Certifications, and Standards
Application Copper to copper applications


