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S000X100VAM 1.0" W X 26' Self Laminating Vinyl Wire Marker
Panduit Corporation

Catalog Number S000X100VAM
Manufacturer Panduit Corporation
Description Pxe™ Continuous Self-Laminating Tape, Vinyl, 0.945 Inch Wide X

26.2 Feet Long (24.0 MM X 8.0 M), With 0.315 (8 MM) Inch
Print-On Area, Black On White, Can Easily Be Installed On Existing
Terminated Wires and Assemblies and Does Not Require
Disconnecting Wires or Cables. Adhesive Labels For Wire/Cable
Identification With White Print-On Area and Clear Overlaminate.

Weight per unit 0.2940 (lbs/each)
Product Category Tools & Testers

Features
Material                      Vinyl
media                         Yes

Material, Color, and Finish
Background Color              White
Color                         White

Dimensions and Weight
Width                         1

Descriptions
Description                   1.0" W X 26' SELF LAMINATING VINYL WIRE MARKER
extra long description        PAN S000X100VAM PXE™ Cont. Self-Lam
Long Description              PXE™ Continuous Self-Laminating Tape, Vinyl, 0.945 Inch Wide x

26.2 Feet Long (24.0 mm x 8.0 m), with 0.315 (8 mm) Inch
Print-On area, Black on White, can easily be installed on existing
terminated wires and assemblies and does not require
disconnecting wires or cables. Adhesive labels for wire/cable
identification with white print-on area and clear overlaminate.

Product Type                  Pxe™ Cont. Self-Lam Cassette, Vinyl, Black/White, 24 MM

Manufacturer Information
Brand                         Panduit®
GTIN 00613056775985
Manufacturers Part Number     S000X100VAM
UPC 613056775985

Taxonomies, Classifications, and Categories
Category Description          WIRE LUBE, MARKERS, & TIES
Type                          Self-Laminating Cassette
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Packaging
Carton 5
Package 120
Weight Per each 0.294

Uses, Certifications, and Standards
standard                      UL969 File # MH14979, UL969 File # MH62615, cUL C22.2 No.

0.15-01,  File # MH14979, RoHS Compliant


